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THE ONLY ALL-STEEL FOLDING TABLE 
AND BENCH UNIT FOR SCHOOLS 

In-Wall, the all-metal, all-welded folding table and bench unit 
was originated by Schieber and the first wall pocket model 
offered to schools. It dates back to 1931 and as testimony to 
its sound engineering and sturdy, solid construction, is the fact 
that the first installation, now 29 years old, is still in daily use 
and has never failed. There are unquestionably more In-Wall 
units in use today than all other makes and models combined. 
More than a thousand school architects have specified it and 
countless school districts have standardized on it. It is guaranteed 
for the life of the school. 

Accommodates 20 trays. 


DETACHABLE, WALL POCKET TYPE FOLDING 
TABLE AND BENCH UNIT 

Compac-Fold is a detachable type unit. Tables and benches 
may be rolled to any position and used separately. One of its 
chief features is the shallow 5" depth pocket which permits 
installation of single units in thinner walls such as are often 
specified in warmer climates. The detachable feature also permits 
use of multiple depth pockets for storing two or more units 
where wall space is restricted. Like all Schieber equipment, the 
Compac-Fold is “over-engineered” to provide strength and long 
life in school use. All edges are trimmed with top quality 
butyrate molding. 

Accommodates 20 trays. 


NEW 1? PORTABLE WITH BUILT-IN CARRIER 

The Flexo-Fold by Schieber is designed to meet the need for a 
portable folding unit that adapts itself to smaller or cut up 
areas. While it is lighter than most portables and easier to fold 

and unfold, it features typical 
Schieber rugged construction ca¬ 
pable of serving in daily school 
use. One of the important fea¬ 
tures of the Flexo-Fold is the 
unitized strutting. The table and 
two benches of each side fold up 
and unfold as a single unit. Pre- 
loaded springs assist the operator. 

Accommodates 16 trays. 

* Flexo-Fold Table-Only. Available in V, I O', A 12' Lengths. 


PORTABLE, INTEGRAL CARRIER UNIT, 

20 AND 16 FOOT MODELS 

Schieber’s Transi-Fold unit is now available in two models. A 
20 foot model has been added which has a seating capacity of 
up to 30 children. The 16 foot model of 24 children capacity is 
continued in the line. This unit is so compact and rugged it is 
widely used in industrial plants for seating adult workers. Table 
and bench tops are built like Compac-Fold with all surfaces 
sealed and trimmed with top quality butyrate molding. The open 
channel type carrier is all welded and serves as the center “leg.” 
It is equipped with large rubber casters. When folded and rolled 
against the wall, Transi-Fold protrudes only 22 inches. Because 
of its compactness and speed with which it is operated, it is 
often first choice in portable equipment. 





































IN-WALL specifications 

This covers furnishing two-leaf folding tables and benches manu¬ 
factured by Schieber Mfg. Co. Connected to and operating from 
steel pockets, they shall be approximately 14 ' long when extended. 
Shall be provided with automatic and manually operated locks and 
flush with wall when folded and locked in pockets. Pockets shall 
be approximately 7 ' 4 " high and 4' 9Y 2 n wide. Made of 16 gauge 
steel with V z “ x 3" steel facing to overlap wall and have %" x 1" 
x 6" long anchors welded to pocket lining approximately 2'3" o.c. 
and be furnished with a 3" x 3" x y A " angle iron lintel welded to 
top of pocket lining and extending approximately 6" over each 
side of pocket. Against-the-wall pockets shall be approximately 
77 " high, 5'2%" wide of the cabinet type with rounded corners 
on front top and sides. Tables shall be of #20 gauge sheet steel 
welded to IV 2 x 1 y 2 " x ?{ 6 " angle iron frames, covered with %" 
battleship linoleum. Shall have automatically operated hinge legs 
with oilless bearing rubber wheel terminals secured to outer frame 
and a strut secured to inner frame and be counter-balanced for 


ease of operation. Benches shall be of #16 
gauge steel welded to 1 %“ x x %" angle 
iron frame, covered with %" battleship 
linoleum and shall have two automatically 
operated legs and strut member. The edges 
of the tables and benches shall be trimmed 
with % 2 " x V/ A ‘ stainless steel welded to the 
steel frames. Pockets shall receive one coat 
of red lead before shipment. Finish coat on 
pockets by others. The underside of the 
tables and benches shall be painted with 
aluminum paint by manufacturer. Factory 
trained personnel shall install tables and 
benches after pockets are installed in walls 
by others. Operation and function of the 
“In-Wall” unit is guaranteed for the life 
of the building. 

Counter Balanced for Easy Operation 


WRITE FOR DETAIL DRAWINGS 
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COMPAC-FOLD specifications 

Approximately 14 feet long when extended. Constructed with 
automatic and manual locks. Flush with face when locked in 
pockets. DETACHABLE from the pocket. POCKETS 16 gauge 
steel spaced approximately 6' 6" O.C. approximately 7' 1%" 
high, 4'8%" wide, 5%" deep including stiffening bars, x 2" 
facing, x 1" x 4" long anchors welded to pocket sides, 
two anchor bars ]/ A " x 1" extending 2" each side. Against-the-wall 
pocket approximately T 3%" high, 4' ll'/ 2 " wide. Cabinet type 
with rounded corners and edges. Double-depth pockets same 
specifications as above except depth 10%". TABLES lami¬ 
nated wood covered with high pressure, laminated, heat-resistant 
plastic, available in 6 colors (specials extra) and backer sheet. 
Automatically operated hinged tubular legs, 1%" O.D. with 
Vz" wall and rubber wheel terminals. Formed stiffening support 
entire length of table top. BENCHES same construction as 
tables except tubular legs. %" O.D. with wall. All edges 


trimmed with top quality butyrate 
molding to seal joint between 
plastic top and core. (Stainless 
steel molding optional extra.) Table 
heights 25" to 30" in 1" increments. 
Benches 15" to 20" in 1" incre¬ 
ments. (Table 24" and bench 14" 
at additional charge.) Pockets to 
receive one coat of red lead before 
shipment. Finish coat by pur¬ 
chaser at his expense. Under¬ 
structure painted by manufacturer. 
Pockets built into or attached to 
wall by purchaser. Tables and 
benches installed by purchaser or 


manufacturer’s agent. 

WRITE FOR DETAIL DRAWINGS 



FLEXO-FOLD specifications 


Two folding tables and four benches permanently attached to carrier. Carrier constructed of 
2" square steel tubing with V 2 ‘ x 2" welded joining members and with four bearing equipped 
casters, 2 pivoting type. Understructures of tables and benches %" O.D. steel tubing. All 
fixed joints welded. Table top with plastic backer sheet and surfaced with high pressure, 
laminated, heat resistant plastic in 6 standard colors. Edges trimmed and sealed with top 
quality butyrate molding. Benches same as tables or optional “Everform” wood. Edges 
rounded and all surfaces finished with mottled, neutral tone plastic spray, non-absorbent, 
chip, scratch and wear resistant. Floor space occupied when folded 22" x 57", when 

opened 12' x 57]/ A n . 
Optional table and 
bench heights: 27"/ 
17" and 30"/20". 
Height of unit 
when folded: 27" 
model 57", 30" 

model 60". Carrier 
and understructure 
painted by manu¬ 
facturer. 
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* Plastic on Benches, Additional Charge. 
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wall 


Partially 

recessed 



Fully 

recessed 


MULTIPLE 

DEPTH 

POCKETS 

These pockets may 
be installed in new 
buildings or in re¬ 
modeling projects. 
They are available 
for two, three and 
four complete units 
and are approxi¬ 
mately 10", 15" 

and 20" deep re¬ 
spectively. This 
type installation is 
particularly adapt¬ 
able where wall 
space is limited. 


TRANSI-FOLD specifications 

Two tables and four benches permanently attached to carrier. 
CARRIER constructed of channel formed steel equipped with 
V/i" rubber, oilless bearing casters. Dimensions of carrier: 22" 
wide, 61" long. 16 foot model 62" high when tables and benches 
are folded. 20 foot model 74" high when tables and benches are 
folded. TABLES laminated wood covered with high pressure, 
laminated, heat-resistant plastic in 6 standard colors (specials 
extra) and backer sheet. Automatically operated hinged legs 
with rubber wheel terminals. Tubular legs 1J{ 6 " O.D. with %" 
wall. Formed stiffening support the entire length of table top. 
BENCHES same construction as tables except tubular legs, 


%" O.D. with Vz" wall. All 
edges are trimmed with top 
quality butyrate molding. Table 
heights 27" and 30"; bench 
heights 17" and 20". Carrier 
and understructure of the tables 
and benches painted by 
manufacturer. 


Note: Understructures of all Schieber units will be painted in special colors if specified. 
There will be a small additional charge. 


Litho in U.S.A. 



















































































Soss concealed hinges provide flat tight 
joints without projections. They're 
guaranteed the life of the stage. 



500 pound pull test expansion anchors 
secure planks to supporting structure. 
No bolt heads projecting or recessed. 


every leg full length 
floor support for every joint 
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Solid is the name for it! The new Schieber stage is the next 
best thing to a permanent built-in stage. With Schieber you 
get a surface as level as the floor it stands on. It is not a 
trussed construction but has twice as many legs as other 
designs and is supported from the floor at each and every 
joint. This feature means greater rigidity and easier folding. 

The Schieber stage is free of bolt and hinge projections and 
gaps between boards. Furniture, props, band equipment, 
etc. set level without rocking. Rugs lay flat. Fold it — roll 
it against the wall or into a recess or storage area. It’s out 
of the way when not in use! 

SPECIFICATIONS 

GENERAL. Shall be delivered to purchaser fully assembled in crates. Uncrating shall be by purchaser. 
Each unit shall be guaranteed for a period of one year against faulty materials, workmanship, or 
operation. 

OPERATION. Shall be opened and closed in one continuous operation, with each two board section in¬ 
dividually and automatically locking open. Shall be equipped with minimum of one floor stop, with 
non-marking rubber pad, located at each corner. 

CONSTRUCTION AND DESIGN. (1) Shall be designed and constructed to support minimum live-load of 
150 pounds per square foot. (2) Floor boards shall be supported at each joint by square or rectangular 
tubing, each making direct contact with the floor. (3) Top surface of floor boards shall be smooth and 
completely free from bolt heads, hinges or other projections or recesses. (4) Floor boards, base boards, 
and tail boards shall be edge-glued strips of Douglass Fir, each board dimensions being approximately 
y A “ x 11". (5) Understructure casters to be two inch, non-marring type, oilless bearing rubber wheels. 
(6) Understructure shall be finish painted by manufacturer in standard brown enamel. (7) All wood 
parts shall be sanded with radiused edges with two coats of hard mar-resistant finish and one coat of 
finish wax applied before shipment. (8) Shall be completely portable when folded. Shall'be movable 
in extended position, as long as no load is on the top surface. (9) Key lock to prevent unauthorized 
operation. 


7 fir strips per board. Free of im¬ 
perfections and bonded by high pres¬ 
sure adhesive. Finished with special 
hard, mar-resistant seal. Freedom from 
bolt and hinge projections simplifies 
refinishing. 
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Schieber offers complete assistance to those contemplating the use of their equipment. Our representatives in all areas are quali¬ 
fied school equipment men who will work with you and your architects in planning your needs, figuring costs and writing 
specifications. We also maintain a layout service. Upon submission of floor plans our engineers will plan pocket locations, seating 
arrangements, stage recesses, etc., for maximum use of floor space. 

SCHIEBER SALES CO. • 12955 INKSTER ROAD • DETROIT 39, MICH. 
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